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apply to the exclusion of monitoring 
data collected during periods of SSM 
from daily averages, do not apply for 
the purposes of this subpart. 

(m) Reporting. (1) When §§ 63.2455 
through 63.2490 reference other sub-
parts in this part 63 that use the term 
‘‘periodic report,’’ it means ‘‘compli-
ance report’’ for the purposes of this 
subpart. The compliance report must 
include the information specified in 
§ 63.2520(e), as well as the information 
specified in referenced subparts. 

(2) When there are conflicts between 
this subpart and referenced subparts 
for the due dates of reports required by 
this subpart, reports must be sub-
mitted according to the due dates pre-
sented in this subpart. 

(3) Excused excursions, as defined in 
subparts G and SS of this part 63, are 
not allowed. 

(n) [Reserved] 
(o) You may not use a flare to con-

trol halogenated vent streams or hy-
drogen halide and halogen HAP emis-
sions. 

(p) Opening a safety device, as de-
fined in § 63.2550, is allowed at any time 
conditions require it to avoid unsafe 
conditions. 

(q) If an emission stream contains 
energetics or organic peroxides that, 
for safety reasons, cannot meet an ap-
plicable emission limit specified in Ta-
bles 1 through 7 to this subpart, then 
you must submit documentation in 
your precompliance report explaining 
why an undue safety hazard would be 
created if the air emission controls 
were installed, and you must describe 
the procedures that you will imple-
ment to minimize HAP emissions from 
these vent streams. 

(r) Surge control vessels and bottoms re-
ceivers. For each surge control vessel or 
bottoms receiver that meets the capac-
ity and vapor pressure thresholds for a 
Group 1 storage tank, you must meet 
emission limits and work practice 
standards specified in Table 4 to this 
subpart. 

(s) For the purposes of determining 
Group status for continuous process 
vents, batch process vents, and storage 
tanks in §§ 63.2455, 63.2460, and 63.2470, 

hydrazine is to be considered an or-
ganic HAP. 

[68 FR 63888, Nov. 10, 2003, as amended at 70 
FR 38559, July 1, 2005; 71 FR 40332, July 14, 
2006] 

§ 63.2455 What requirements must I 
meet for continuous process vents? 

(a) You must meet each emission 
limit in Table 1 to this subpart that ap-
plies to your continuous process vents, 
and you must meet each applicable re-
quirement specified in paragraphs (b) 
through (c) of this section. 

(b) For each continuous process vent, 
you must either designate the vent as 
a Group 1 continuous process vent or 
determine the total resource effective-
ness (TRE) index value as specified in 
§ 63.115(d), except as specified in para-
graphs (b)(1) through (3) of this section. 

(1) You are not required to determine 
the Group status or the TRE index 
value for any continuous process vent 
that is combined with Group 1 batch 
process vents before a control device or 
recovery device because the require-
ments of § 63.2450(c)(2)(i) apply to the 
combined stream. 

(2) When a TRE index value of 4.0 is 
referred to in § 63.115(d), TRE index val-
ues of 5.0 for existing affected sources 
and 8.0 for new and reconstructed af-
fected sources apply for the purposes of 
this subpart. 

(3) When § 63.115(d) refers to ‘‘emis-
sion reductions specified in § 63.113(a),’’ 
the reductions specified in Table 1 to 
this subpart apply for the purposes of 
this subpart. 

(c) If you use a recovery device to 
maintain the TRE above a specified 
threshold, you must meet the require-
ments of § 63.982(e) and the require-
ments referenced therein, except as 
specified in § 63.2450 and paragraph 
(c)(1) of this section. 

(1) When § 63.993 uses the phrase ‘‘the 
TRE index value is between the level 
specified in a referencing subpart and 
4.0,’’ the phrase ‘‘the TRE index value 
is >1.9 but ≤5.0’’ applies for an existing 
affected source, and the phrase ‘‘the 
TRE index value is >5.0 but ≤8.0’’ ap-
plies for a new and reconstructed af-
fected source, for the purposes of this 
subpart. 

(2) [Reserved] 
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